PLANIT SAFE™ TEST SETUP FOR INDUCTOR GRATE NOZZLE TYPE SYSTEM (INITIAL STARTUP)

WATERTIGHT SHIELDED DATA CABLES PRESSURE TRANSDUCER

(2 FEET MINIMUM FROM
INDUCTOR OUTLET)
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/
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\
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2" MECHANICAL SADDLE
TEE (CAN BE MOUNTED IN
VERTICAL OR
HORIZONTAL RUN)

CONDUCTIVITY SENSOR
IN FLOW-THRU TEE \

END (MOST REMOTE)

6 PIPE

DIAMETERS* TEST LIQUID INLET

VALVE, SAME SIZE AS
CONCENTRATE LINE
(FOR FUTURE TESTING)

l\FOAM CONCENTRATE

GRATE NOZZLE 4 PIPE
DIAMETERS® SUPPLY VALVE (OPEN FOR
TEST)
INSTALL AS CLOSE AS
POSSIBLE TO FOAM VALVE
PRESSURE
TRANSDUCER
(INLET OF FLOW
: CONTROL)
- FLOW CONTROL
PRESSURE TRANSDUCER “ DELUGE VALVE
) WATER SUPPLY
\ /
NEAREST GRATE NOZZLE
PRESSURE TRANSDUCER PLANIT SAFE™ TEST / FOAM CONCENTRATE
. LIQUID IN TANK FOR
STRAIGHT AND UNOBSTRUCTED INITIAL STARTUP WATER
NOTES: ™
1.) REFER TO GENERAL NOTES SHEET FOR ADDITIONAL INFORMATION PLANIT SAFE™ N
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