PLANIT SAFE™ TEST SETUP FOR BLADDER TANK!/

FOAM CHAMBER SYSTEM

REMOVE INSPECTION COVER AND VAPOR —]
SEAL (IF APPLICABLE) FOR TEST

SEAL OFF ANNULAR SPACE DURING TEST TO
PREVENT FLOW INTO STORAGE TANK

FOAM ACTUATION VALVE
(PROPORTIONER SIDE OF 1" BALL VALVE)

LOW POINT FOAM DRAIN /
FLUSH CONNECTION
(1" NPT BALL VALVE & PLUG)

PLANIT SAFE™ TEST
LIQUID INLET VALVE,
SAME SIZE AS
CONCENTRATE LINE
(OPEN FOR TEST)

FOAM CONCENTRATE T
ISOLATION VALVE -
(CLOSED FOR TEST)
FOAM —
CONCENTRATE <&
BLADDER TANK G

|
_‘ \

FOAM PRESSURE ——=
TRANSDUCER

= <

! PROPORTIONER

/\-\ N

R
T \TEST)

— CLOSED FOR
TEST

'

SHORT FIRE HOSE /

(TYPICALLY 3%

NOTES:
1.) MULTIPLE FOAM PROPORTIONERS CAN BE TESTED SIMULTANEOUSLY
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2.) LOCATE PLANIT SAFE™ INLET CONNECTIONS AS CLOSE AS POSSIBLE TO FOAM CONCENTRATE

ISOLATION VALVE
3. REFER TO GENERAL NOTES SHEET FOR ADDITIONAL INFORMATION
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